EASYBKA – Programming for Latching output 

The Easybka Keypad can be setup for momentary switch or for latching output or both.

Latching output can only be achieved using the Aux relay of the keypad using Blue & Yellow Wires and can be setup as follows:

Setup a user code in the normal way and assign that code to a slot as follows :

1. Power up keypad (Green ‘Mode’ light on)

2. Press # Twice (‘Door’ light turns Red, ‘Mode’ light off)

3. Enter Master Code 1234 (‘Door’ light turns Green)

4. Press 7 on Keypad (‘Door’ light turns Orange)

5. Press 001 To Assign Code Slot (‘Mode’ light flash Green)

6. Enter 4 Digit User Code (ie 1515 ‘Mode’ light stops flashing) This Assigns 1515 To User Slot

001

7. Press # TWICE To Exit Programming Mode

Now a Code is of 1515 is programmed into memory slot 001 

We now need to assign the auxillary output to latch.

1. Press # Twice (‘Door’ light turns Red, ‘Mode’ light off)

2. Enter Master Code 1234 (‘Door’ light turns Green)

2. Press 6 on Keypad (‘Mode’ light flash Green)

3. Key 2100 into Keypad

4. Keypad Will Return To Normal Mode

Auxillary Output is now set to latch .

Now We need to assign the memory slot 001 to just activate the Auxillary outputs.

1. Press # Twice (‘Door’ light turns Red, ‘Mode’ light off)

2. Enter Master Code 1234 (‘Door’ light turns Green)

3. Press 9 on Keypad (‘Door’ light turns Orange, ‘Mode’ light turns Green)

4. Enter User Slot ID (ie 001) (‘Mode’ light flash Green)

5. Enter 2 to select Aux Relay

6. Press # TWICE To Exit Programming Mode

Now When you type in the code 1515 it will latch the relay until the code 1515 is used to release it.

